
FUNCTIONAL DIAGRAM
LYRA 2T MB IN CASCADE + PUFFER + EASY TOUCH
AND RADIANT FLOOR HEATING
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 HYDRAULIC PIPING CONNECTIONS
Model Nominal power Recommended

distance Nominal Diameter

LYRA 2T MB 06 - 08 KW ≤ 20 m DN 32
LYRA 2T MB 12 - 14 - 16 KW ≤ 20 m DN 40

For a distance greater than that indicated, the correct sizing of the pipes is the
responsibility of the designer.

ATTENTION! This indicative diagram is not a substitute for proper professional
system planning! This diagram does not include all of the shut-off and safety
devices required for proper installation. Applicable national and international
laws, regulations, standards and directives must be observed! If there are
specific special circumstances or potential differences in the installation
environment (e.g. climatic conditions), it is recommended to involve a specialist
technical office in the project.
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SHIELDED TWISTED PAIR CABLE
FOR BUS / RS485 CONNECTION

CAT 5 CABLE CONNECTION AND/OR SUP.  RJ45
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EASY BOX - CASCADE CONTROL PANEL
CODE: 8TEUQ0010
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* INTERNET CONNECTION VIA WI-FI OR
ANTENNA WITH INTEGRATED SIM

*

* OPTIONAL CONNECTION WITH HOME
ROUTHER D IF REQUIRED

*
13

13 RELAUNCH UNIT (ACCESSORY)

NOTES
NOTE:
THE POSITIONING AND DIMENSIONS OF THE EQUIPMENT INDICATED IN THE
PROJECT ARE INDICATIVE AND MUST BE VERIFIED ON SITE WITH THE WORKS
MANAGEMENT;
NB: ALL EQUIPMENT MUST BE INSTALLED IN STRICT COMPLIANCE WITH THE
INSTALLATION MANUALS FOR THE EQUIPMENT;
NB: DRAWING NOT VALID FOR ARCHITECTURAL PURPOSES

FOR PLUMBING, THERMAL, ELECTRICAL AND ELECTRONIC CONNECTIONS FOLLOW
SCRUPULOUSLY FOLLOW THE INSTRUCTIONS OF THE MANUFACTURERS OF THE
PRODUCTS AND THE REGULATIONS IN FORCE REGARDING SAFETY AND CORRECT
INSTALLATION OF THE SYSTEMS

NOTE:

THE POSITION OF THE COMPONENTS OF THE MECHANICAL SYSTEM SHOWN IN THE
DIAGRAMS IS PURELY INDICATIVE; IT WILL HAVE TO BE VERIFIED DURING
CONSTRUCTION ACCORDING TO ACTUAL NEEDS.

NOTE:

CAPTION

ELECTRICAL CONNECTION DIAGRAM

HYDRAULIC SCHEME
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OPERATING LOGICS 2

OPERATING LOGICS

AMBIENT HEATING

Switching the unit on and off is controlled by the room
thermostat (EASY TOUCH DISPLAY), the operating
mode and the outlet water temperature are set on the
user interface.
The system is switched on when there is a room
thermostat call. Conversely, it remains closed when there
is no demand.

PROBE PUFFER C/F
The C/F probe monitors the temperature of the water
inside the puffer for distribution to the system.
The water temperature is set via the EASY TOUCH
display.

 EASY BOX
SWITCHBOARD

The cascade machines are controlled via the control
panel.
The units are connected to the switchboard via modbus.
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